PRODUCT INFORMATION

PATRIOT INV. NUMBER:

DESCRIPTION:

CERTIFICATIONS / SAFETY:

PRODUCT WARRANTY:

UNIT EAN/UPC:

UNIT WEIGHT:

UNIT DIMENSIONS:

PACKAGING TYPE:

PACKAGING WEIGHT:

PACKAGING DIMENSIONS:

MASTER CARTON WEIGHT:

MASTER CARTON DIMENSIONS:

UNITS PER INNER CARTON:

UNITS PER MASTER CARTON:

PVS48G360C8

Viper Steel DDR4 8GB (1 x 8GB) 3600MHz
w/Gunmetal Grey heatshield single module

CE/FCC/RoHS
Limited Lifetime Warranty
0814914027653

Ollbs/48gm

027"(L) X 5.34"(W) x 1.74"(H)
0.7 cm(L) x 1357 cm(W) X 4.44 cm(H)

Retail Box

0l4lbs/68 gm

0.53"(L) x 2775"(W) x 5.82"(H)
137 cm(L) x 7 cm(W) x 14.8 cm(H)

2998 Ibs /13.6 kg

12.71"(L) X 1614"(W) x 13.38"(H)
323 cm(L) x 41 cm (W) x 34 cm(H)
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For technical support, email us at:

SUPPORT@PATRIOTMEM.COM

PATRIOTMEMORY.COM

Viper Steel DDR4 8GB
(1x 8GB) 3600MHz Single Module

Patriot’s Viper Steel memory modules are designed with
true performance in mind. Built for the latest Intel® and
AMD™ platforms, our Viper Steel DDR4 memory provides
the best performance and stability for the most demanding
computer environments.

The Viper Steel memory utilizes a custom designed high
performance aluminum heat shield for a clean sleek
steel-look inside any motherboard. The Viper Steel memory
is made to ensure rock solid performance even when using
the most taxing applications. Built from the highest quality
build of materials, Patriot’s Viper Steel DDR4 memory
modules are hand tested and validated for system
compatibility.

Patriot’s Viper Steel DDR4 memory will be offered at speeds
from 3000MHz up to 4400MHz with XMP 2.0 support. Hand
tested for quality assurance our Viper Steel DDR4 memory is
backed by a limited lifetime warranty.

FEATURES:

- Product line: Viper Steel

- Edition: Gunmetal grey sides with diamond-
cutting Viper logo / Black top

- Aluminum heat spreader with unique and
specific design element

- Compatibility: Tested on the latest Intel
premium/high-end platforms and i7 processors

- Limited lifetime warranty

SPECIFICATIONS:

- Capacity: 8GB (1 x 8GB)

- Base Frequency: PC4-17000 (2133MHz)

- Base Timings: 15-15-15-36

- Tested Frequency Profile 1: PC4-28800 (3600MHz)
- Tested Timings: 18-22-22-42

- Tested Voltage for Profile 1: 1.35V

- Format: NON-ECC Unbuffered DIMM

- Pin Out: 288-Pin

MEMORY STORAGE
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